
No.：2020312304000878

Applicant and address
ROSE Systemtechnik GmbH

Erbeweg 13 - 15, 32457 Porta Westfalica, Germany
Manufacturer and address
ROSE Systemtechnik GmbH

Erbeweg 13 - 15, 32457 Porta Westfalica, Germany
Factory and address

Phoenix Mecano India Pvt Ltd.
Plant -I & II, Pirangut Industrial Area, Post Gohotawade, Plot 388/389, Village

Bhare, Taluka Mulshi, Dist-Pune - 412115, India
Product, series, specification and model

Control Box
Type 05.XX XX XX and 15. XX XX XX

Ex db eb ia [ia] mb IIC T4/T5/T6 Gb, Ex tb IIIC T85°C/T100°C/T135°C Db
Standards

GB/T 3836.1-2021, GB/T 3836.2-2021, GB/T 3836.3-2021,
GB/T 3836.4-2021, GB/T 3836.9-2021, GB/T 3836.31-2021

This product(s)complies with the requirements of CNCA-C23-01: 2024
China Compulsory Certification Implementation Rule on Explosion

Protected Electrical Product.
Issue date: 2025-08-11 Valid to: 2030-10-27

Detailed information and status of this certificate is available by using the QR code,
visiting CNEx’s website or CNCA's website: www.cnca.gov.cn.

This translated document has no legal effect and shall not be used alone.
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Product information：
1. This certificate covers the following models:

- Type 05.XX XX XX Increased safety, Aluminum standard
Type 15. XX XX XX Intrinsic safety/mixed assembled, Aluminum standard
Enclosure standard and max. Power Dissipation of Aluminium Enclosures:
No. Product type Height

(mm)
Width
(mm)

Depth
(mm)

Max.Power
Dissipation[W](dT40K)

1 XX.06 06 03 64 58 34 5
2 XX.06 10 03 64 98 34 8
3 XX.06 15 03 64 150 34 11
4 XX.08 08 03 80 75 57 10
5 XX.08 13 06 80 125 57 15
6 XX.08 18 06 80 175 57 20
7 XX.08 25 05 80 250 52 25
8 XX.10 10 08 100 100 81 19
9 XX.10 16 08 100 160 81 26

10 XX.10 20 08 100 200 81 31
11 XX.12 12 08 120 122 81 24
12 XX.12 12 09 120 122 91 26
13 XX.12 22 08 120 220 81 38
14 XX.12 22 09 120 220 91 40
15 XX.12 22 12 120 220 121 45
16 XX.12 36 08 120 360 81 57
17 XX.14 14 09 140 140 91 32
18 XX.14 20 09 140 200 91 42
19 XX.16 16 09 160 160 91 39
20 XX.16 26 09 160 260 91 56
21 XX.16 36 09 160 360 91 73
22 XX.16 56 09 160 560 91 107
23 XX.18 18 10 180 180 101 49
24 XX.18 28 10 180 280 101 68
25 XX.23 10 11 230 100 111 45
26 XX.23 20 11 232 202 111 68
27 XX.23 20 18 232 202 181 92
28 XX.23 28 11 230 280 111 86
29 XX.23 33 11 230 330 111 97
30 XX.23 33 18 230 330 181 127
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31 XX.23 40 11 230 400 111 113
32 XX.23 40 23 230 400 225 208
33 XX.23 60 11 230 600 111 159
34 XX.31 40 11 313 404 111 145
35 XX.31 40 14 313 404 141 160
36 XX.31 40 18 313 404 181 183
37 XX.31 40 23 313 404 227 208
38 XX.31 60 11 310 600 111 199
39 XX.31 60 18 310 600 181 246
40 XX.60 60 20 600 600 201 428

Technical data:
Rated voltage: Up to 1500 V
Rated current: Max. to 500 A
Conductor size: Max. 300 mm²
Protective cross section: Max. 150 mm²
Thread stud of the earth bolt compl： M6x60, M8x50, M10x60, M12x80

Nomenclature:
XX. ** ** **

（1） （2） （3） （4）

(1): Type, material aluminum
(2): Length
(3): Width
(4): Depth

Ambient temperature:
-55 °C to +90 °C: with gasket out of silicon
-40 °C to +90 °C: with gasket out of HF
-40 °C to +90 °C with PU-foam
-20 °C to +85 °C with gasket out of CR
-50 °C to +85 °C with window out of PC
-20 °C to +85 °C with window out of glass

Ingress protection: IP66

Ex marking: Ex db eb ia [ia] mb IIC T4/T5/T6 Gb,

Ex tb IIIC T85°C/T100°C/T135°C Db
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− Manufacturer should organize production in accordance with the
technical documents approved by the certification body.

2. Specific conditions of use:
− See instruction manual for other information.

3. Certificate change information:
− This certificate is issued for renewal upon expiration. The first issuance

date of the certificate is: October 28, 2020.
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