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b Physikalisch-Technische Bundesanstalt
‘/.‘ Braunschweig und Berlin
= Nationales Metrologieinstitut

EU-TYPE EXAMINATION CERTIFICATE

(Translation)

Equipment or Protective Systems Intended for Use in
Potentially Explosive Atmospheres - Directive 2014/34/EU

EU-Type Examination Certificate Number:

PTB 00 ATEX 1101 U Issue: 4
Product: Empty Enclosure Type 34.** ** ** (*), RMS R3********* and RMS R4*********
Manufacturer: ROSE Systemtechnik GmbH
Address: Erbeweg 13 - 15, 32457 Porta Westfalica, Germany

This product and any acceptable variation thereto is specified in the schedule to this certificate and the
documents therein referred to.

The Physikalisch-Technische Bundesanstalt, notified body No. 0102 in accordance with Article 17 of the
Directive 2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, certifies
that this product has been found to comply with the Essential Health and Safety Requirements relating to
the design and construction of products intended for use in potentially explosive atmospheres, given in
Annex Il to the Directive.

The examination and test results are recorded in the confidential Test Report PTB Ex 26-15060.
Compliance with the Essential Health and Safety Requirements has been assured by compliance with:

EN IEC 60079-0:2018, EN IEC 60079-7:2015/A1:2017, EN IEC 60079-31:2022

If the sign "X" is placed after the certificate number, it indicates that the product is subject to the Specific
Conditions of Use specified in the schedule to this certificate.

This EU-Type Examination Certificate relates only to the design and construction of the specified product
in accordance to the Directive 2014/34/EU. Further requirements of the Directive apply to the
manufacturing process and supply of this product. These are not covered by this certificate.

The marking of the product shall include the following:

@ 112G ExeblIC Gb or

@ I12G ExebliB Gb

@ 12D Ex tb llIC Db
Konformitatsbewertungsstelle, Sektor Explosionsschutz Braunschweig, July 20, 2026
On behalf of PTB:

Dr.-Ing. M. Thedens
Direktor und Professor
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SCHEDULE

Physikalisch-Technische Bundesanstalt
Braunschweig und Berlin
Nationales Metrologieinstitut

(14) EU-Type Examination Certificate Number PTB 00 ATEX 1101 U, Issue: 4

(15) Description of Product

Empty enclosure of type 34.******(*), RMS R3********* and RMS R4********* 'made from sheet
steel or stainless steel, which may be provided with flanges and a glass or plastic inspection
window.

Depending on the thickness of the coating, the Empty enclosure is classified as either Gas
Group IIC or IIB.

Technical data

Sizes* Height** Width** Depth
Enclosure

min 100 mm 100 mm 61 mm
max 1200 mm 2000 mm 1000 mm
Enclosure with flanges

min 120 mm 120 mm 90 mm
max 1200 mm 2000 mm 1000 mm

Service temperature

-60 °C to +135 °C with glass window

-60 °C to +135 °C with silicone gasket
-60 °C to +135 °C with HF Gasket (EMC)
-50 °C to +85 °C with PC window

Protection against
contact, foreign
bodies and water:

IP 66 acc. to EN IEC 60079-0 and EN IEC 60079-31

*

Min. and max. values depend on the product line can be lower.

** Interchangeable height and width

Nomenclature
34 *% *% *% (*)
1 2 3 4 5
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SCHEDULE TO EU-TYPE EXAMINATION CERTIFICATE PTB 00 ATEX 1101 U, Issue: 4

Type, material sheet steel or stainless steel

Width or product line (see below)

Height or number depending on product line

AIWIN|=~

Depth or number depending on product line

1 Version ExXGGN/ExGSN, material 1.4301
5 | 2 Version ExXGGN/ExGSN, material 1.4404
3 Version ExXGGN/ExGSN, material sheet steel

R * * * *

1 2 3 4

1 3 | Ex empty enclosure, Material: 1.4301

4 | Ex empty enclosure, Material: 1.4404

Enclosure size

Cover design

Cover mounting

Hinge design

Gasket

External mounting brackets

Flange configuration

O O N[O O | W DN

Mounting plate mounted

Product lines

Ex stainless steel standard

Type 34'******

Ex stainless steel cabinets

Type 34.00****

Ex stainless steel flange 1. generation

Type 34- *kkkkk

Ex stainless steel flange 2. generation

Type 34.03%**

ProtEx electropolish

Type 34.04****

ProtEx electropolish / return flange

Type 34.05****

ProtEx grinded

Type 34.06%***

ProtEx grinded / return flange

Type 34.07****

Captive Clamp

Type 34.08%**

Ex stainless steel special sizes

Type 34- *kkkkk
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SCHEDULE TO EU-TYPE EXAMINATION CERTIFICATE PTB 00 ATEX 1101 U, Issue: 4
(16) Test Report PTB Ex 26-15060

(17) Specific conditions of use

Installation of electrical components requires a further assessment by a Notified Body.

All enclosures must be earthed at the lower part (enclosure base or side) and the upper
part (cover) when used in potentially explosive atmospheres.

The use of the enclosures in the presence of flammable gases or flammable gas mixtures
containing solid particles or liquid droplets in the gas stream is excluded.

The use of the coated enclosures with conductive or dissipative dusts of Group IlIC, where
the conductive or dissipative dusts are not included in the equipotential bonding, is
excluded.

When using enclosures with a multi-layer coating in potentially explosive atmospheres of
Zone 21 or Zone 22 strong charge-generating processes, processes stronger than manual
friction, must be excluded.

Manual cleaning of the enclosures must be carried out using cleaning utensils such as
cloths, brooms, brushes, paintbrushes or similar items, which may be used dry or
moistened.

Mechanical cleaning of the enclosures only with suitable explosion-proof vacuum cleaners.

Cleaning the enclosures with mechanically driven cleaning devices, such as mechanical
brushes or comparable devices, is excluded.

Do not blow off deposited dust from the enclosures with compressed air.

(18) Essential health and safety requirements

Met by compliance with the aforementioned standards.
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