
IBExU Institut für Sicherheitstechnik GmbH 

An-Institut der TU Bergakademie Freiberg 

[11 EU-TYPE EXAMINATION CERTIFICATE - Translation 

[2] Components intended for use on / in an equipment or protective systems 
intended for use in potentially explosive atmospheres, Directive 2014/34/EU 

[3] EU-type examination certificate number IBExU06ATEX1065 U l lssue 1 

[4] Product: polyester enclosure 
Type: 48.08 08 06 bis 48.41 40 20 

[5] Manufacturer: ROSE Systemtechnik GmbH 

[6] Address: Erbeweg 13-15 
32457 Porta Westfalica 
GERMANY 

[7] This product and any acceptable variation thereto is specified in the schedule to this certificate and the 
documents therein referred to. 

[8] IBExU Institut für Sicherheitstechnik GmbH, notified body number 0637 in accordance with Article 17 
of Directive 2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, cer­
tifies that this product has been found to comply with the essential health and safety requirements re­
lating to the design and construction of products intended for use in potentially explosive atmospheres 
given in Annex II to the Directive. 

The examination and test results are recorded in the confidential test report I B-19-3-0086/1. 

[9] Compliance with the essential health and safety requirements has been assured by compliance with: 
EN IEC 60079-0:2018 EN IEC 60079-7:2015 + A1 :2018 EN 60079-11 :2012 EN 50303:2000 
except in respect of those requirements listed at item [18] of the schedule. 

[10] lf the sign "U" is placed after the certificate number, it indicates that this certificate must not be mistak­
en for a certificate intended for an equipment or protective system. This partial certification may be 
used as a basis for certification of an equipment or protective system. 

[11] This EU-type examination certificate relates only to the design and construction of the specified prod­
uct. Further requirements of the Directive apply to the manufacturing process and supply of this prod­
uct. These are not covered by this certificate. 

[12] The marking of the product shall include the following: 

IBExU Institut für Sicherheitstechnik GmbH 
Fuchsmühlenweg 7 
09599 Freiberg, GERMANY 

By order 

//� 
Dipl.-Ing. [FH] A. Henker 

FBi 06101 1 0  

® 1 M2 Ex eb I Mb 
® 1 M1 Ex ia I Ma 

(notified body number 0637) 

Tel: + 49 (0) 37 31 / 38 05 0 
Fax: + 49 (0) 37 31 / 38 05 10 

Certificates without signature and seal 
are not valid. Certificates may only be 
duplicated cornpletely and unchanged. 
In case of dispute, the Gerrnan text 
shall prevail. 
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IBExU Institut für Sicherheitstechnik GmbH 

An-Institut der TU Bergakademie Freiberg 

(13] Schedule 

[14] Certificate number IBExU06ATEX1065 U l lssue 1 

(15] Description of product 
The polyester enclosure (variable size pursuant to type key) can be provided with approved Ex com­
ponents according to ATEX, as plug-in connector, modular terminal block, connecting terminal and 
switch in any combination. 

Technical data: 

Type of protection: 
Equipment Group and Category: 

Operating temperature range: 

Degree of protection: 
Rated voltage: 
Rated current: 
Connection cross-section: 
Earthing conductors cross-section: 

Variations compared to issue O of this certificate: 

lncreased safety and lntrinsic safety 
1 M2 and I M1 

-55 °C to +100 °C with silicone gasket 
-40 °C to +100 °C with HF gasket 
-40 °C to +100 °C with PU gasket 
-20 °C to + 85 °C with CR gasket 
-20 °C to +100 °C with glass- or polycarbonate cap 
:?:IP54 

up to 1500 V AC 

max. 500 A 
max. 240 mm2 

max. 120 mm2 

- The Ex component complies with the current standards EN /EG 60079-0:2018, 
EN /EC 60079-7:2015 + A 1:2018 and EN 60079-11:2012 

- NBR sea/s removed 
- Operating temperature ranges adjusted 

[16] Test report 
The test results are recorded in the confidential test report 18-19-3-0086/1 of 2019-11-25. 
The test documents are part of the test report and they are listed there. 

Summary of the test results 
The polyester enclosures fulfil the requirements of type of protection lncreased safety for explosion­
proof Ex components of Group I and Category M2. 

In combination with intrinsically safe circuits ,ia' the requirements for Category M1 are fulfilled. 

[17] Specific conditions of use 
The operating temperature range depends on the gasket materials used: 

-55 °C to + 100 °C with silicone gasket 
-40 °C to +100 °C with HF gasket 
-40 °C to +100 °C with PU gasket 
-20 °C to + 85 °C with CR gasket 
-20 °c to +100 °C with glass- or polycarbonate cap 

[18] Essential health and safety requirements 
In addition to the essential health and safety requirements (EHSRs) covered by the standards listed at 
item [9], the following are considered relevant to this product, and conformity is demonstrated in the 
test report: None 
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IBExU Institut für Sicherheitstechnik GmbH 

An-Institut der TU Bergakademie Freiberg 

(19] Drawings and Documents 
The documents are listed in the test report. 
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